
RITS Special Edition 2002

Phytoremediation
Example 1: Soil Remediation (Gasoline)

Contaminated Media:
Localized Soil Contamination

Contaminant Types:
Gasoline

Days Below Freezing:
0

Annual Rainfall:
36 in.

Project Life:
10 yrs

Depth to Soil Contamination:
2-12 ft bgs

Contaminated Media:
Localized Soil Contamination

Contaminant Types:
Gasoline

Days Below Freezing:
0

Annual Rainfall:
36 in.

Project Life:
10 yrs

Depth to Soil Contamination:
2-12 ft bgs
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Example 1 Output
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Phytoremediation
Example 2: Soil Remediation (SVOCs)

Contaminated Media:
Localized Soil Contamination

Contaminant Types:
SVOCs

Days Below Freezing:
100

Annual Rainfall:
6 in.

Project Life:
10 yrs

Depth to Soil Contamination:
1 to 3 ft bgs

Contaminated Media:
Localized Soil Contamination

Contaminant Types:
SVOCs

Days Below Freezing:
100

Annual Rainfall:
6 in.

Project Life:
10 yrs

Depth to Soil Contamination:
1 to 3 ft bgs
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Phytoremediation
Example 3: Soil Remediation (Metals)

Contaminated Media:
Localized Soil Contamination

Contaminant Types:
arsenic, cadmium, lead

Days Below Freezing:
165

Annual Rainfall:
20 in.

Project Life:
5 yrs

Depth to Soil Contamination:
0-8 ft bgs

Contaminated Media:
Localized Soil Contamination

Contaminant Types:
arsenic, cadmium, lead

Days Below Freezing:
165

Annual Rainfall:
20 in.

Project Life:
5 yrs

Depth to Soil Contamination:
0-8 ft bgs
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Phytoremediation
Example 4: Groundwater Hydraulic Control

Remedial Approach:
Groundwater Plume Control

Contaminant Types:
Gasoline

Days Below Freezing:
0

Annual Rainfall:
36 in.

Project Life:
10 yrs

Depth to Soil Contamination:
10 ft bgs

Remedial Approach:
Groundwater Plume Control

Contaminant Types:
Gasoline

Days Below Freezing:
0

Annual Rainfall:
36 in.

Project Life:
10 yrs

Depth to Soil Contamination:
10 ft bgs
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Phytoremediation
Example 5: Groundwater Remediation (Gasoline)

Remedial Approach:
Groundwater Remediation

Contaminant Types:
Gasoline with MTBE

Days Below Freezing:
90

Annual Rainfall:
24 in.

Project Life:
10 yrs

Depth to Soil Contamination:
12 ft bgs

Remedial Approach:
Groundwater Remediation

Contaminant Types:
Gasoline with MTBE

Days Below Freezing:
90

Annual Rainfall:
24 in.

Project Life:
10 yrs

Depth to Soil Contamination:
12 ft bgs
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Phytoremediation
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Phytoremediation
Example 6: Groundwater Remediation (Metals)

Remedial Approach:
Groundwater Remediation

Contaminant Types:
Cr VI

Days Below Freezing:
125

Annual Rainfall:
30 in.

Project Life:
10 yrs

Depth to Soil Contamination:
18 ft bgs

Remedial Approach:
Groundwater Remediation

Contaminant Types:
Cr VI

Days Below Freezing:
125

Annual Rainfall:
30 in.

Project Life:
10 yrs

Depth to Soil Contamination:
18 ft bgs
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